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APPLICATION FOR BUILDING, PLUMBING AND DRAINAGE APPROVAL
OFFICE USE ONLY
	Building Application No.
	BA



PROPERTY ADDRESS
	Lot Number
	
	Address
	



APPLICANT DETAILS
	Name
	

	Postal Address

	

	
	

	Telephone Number - Business
	

	Telephone Number - Mobile
	

	Facsimile Number
	

	Email Address
	



LESSEE/SUB LESSEE OF PROPERTY
(Applications for non Rio Tinto Alcan properties must be authorised by the property owner)
	Rio Tinto Alcan Gove property
	□   Yes
	□   No

	Name
	

	Postal Address
	



BUILDER/PLUMBER DETAILS
	Name
	

	Address
	

	
	
	
	

	Reg No
	
	Telephone No
	



TYPE OF BUILDING WORK										Tick here √
	Group 1
	Driveways, fencing, retaining walls, flagpoles & miscellaneous works
	

	Group 2
	Minor buildings or additions including carports, patios, verandahs, pergolas, garden sheds, swimming pools and shade sails
	

	Group 3
	Residential dwelling and major additions including additional rooms, breezeway enclosures
	

	Group 4
	Industrial and commercial buildings and additions, including warehouses, factories, food service premises and additions/renovations of such
	



DESCRIPTION OF PROPOSED BUILDING WORK
	Description 
Of work
	
	Estimated Costs of work $
	

	
	
	
	

	
	
	
	

	Nature of 
Construction
	□  New building
	□  Alteration
	□  Addition
	□  Repair





ACKNOWLEDGEMENT
I, acknowledge that all works undertaken will be carried out in conformity with the requirements of the Building Code of Australia and AS/NZS 3500.  Any building work as described in Group 3 or 4 will be certified by an authorised Building Certifier for the Northern Territory.  Any damage caused to services or mains water infrastructure is my responsibility.  Details of services or mains water infrastructure can be obtained from the Nhulunbuy Corporation’s Limited Works Depot.

Details of this building application may be passed onto the Australian Bureau of Statistics for the purpose of publishing aggregated statistics.

APPLICANT TO SIGN
	

	

	Signature
	Date



OFFICE USE ONLY

PAYMENT DETAILS
	Amount Paid $
	
	Receipt No
	
	Payment Date
	



BUILDING APPROVAL
	□  Granted
	
	□  Refused
	


























BUILDING INSPECTION SCHEDULE

Building Approvals are issued subject to inspections of work at various stages.  These stages are listed below.  Further work cannot proceed until each inspection stage has been approved.

Inspection					Type of Inspection
Stage
1. EXCAVATIONS for footings before any reinforcement or mass concrete is placed.  Evidence of termite prevention ground poisoning in accordance with AS 2057 to be provided if required by the BCA.
INSPECT   plumbing works in position before concrete is poured.
2. REINFORCEMENT, when formwork is complete, before any concrete is placed.
2a.  TWENTY FOUR hours notice of a concrete pour is required.
 Inspection of actual pour may be made.
      	        INSPECTION of sewerage and drains before backfill or covering is done.
2b.  The builder shall be responsible for all concrete testing by an NATA laboratory and proof of strength of concrete
        used is to be provided to the Inspection Authority when requested.
3. DAMP-PROOFING tanking and flashings, slip-joint materials, before covering or building in.
4. STRUCTURAL STEELWORK, before building in, covering, encasing, plastering, lining, or coating and cyclone bolting to masonry walls.
5. STORMWATER DRAINAGE, site drainage before backfilling including plumbing and DP’s before building in, and agricultural pipes.
6. FLOOR FRAMING, before floors are laid or underside is lined.
7. SUSPENDED CEILING supports and false ceilings before those ceilings are fixed or lined, including fire barriers.
8. ROOF FRAMING, before ceilings are lined or roof covering fixed.
9. TIMBER FRAMED WALLS before sheeting or lining.
10. FIRE PROTECTIVE ENCASING, plastering, lining or coating before covering or building in.
11. PRECAST CONCRETE UNIT CONNECTIONS between those units and the structural steel frame of the building before covering or building in.
12. DUCT SYSTEM including floor and wall penetrations before covering or building in.
13. ELECTRICAL INSPECTIONS when wiring is installed.
14. ELECTRICAL INSPECTIONS when installation is ready for connection.
15. FINAL INSPECTION and plumbing testing on completion of works.
16. FINAL when building is completed in accordance with all requirements.

Inspections may be grouped together, as shown below, or booked separately.

GROUP A:	Inspection 1 and 2 – when excavations are complete and reinforcement is placed.
GROUP B:	Inspections 3, 4, 5 and 6 – when framing or cyclone bolting (masonry walls) is in place and before any covering in, providing it is reasonably possible to inspect all structural elements and damp-proof courses.
GROUP C:	Inspections 7, 8, 9 and 13 – when wall framework is erected and electrical wiring and water pipes fixed.  Roof may be completed and linings applied to one side only of frames, providing it is possible to inspect all structural elements and flashings.
GROUP D:	Inspections 10, 11, 12 and 14 – when applicable, when structural connections are made and duct system complete, ready for testing or pressurisation before covering or building in providing it is reasonably possible to inspect all relevant elements.
		
FINAL INSPECTION:  When building is complete.

The applicant or a person authorised by the applicant must contact the Nhulunbuy Corporation Limited to book an inspection.

All inspection bookings require 24 hours notice.	Telephone:  8939 2200
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ABN 57 009 596 598

PO Box 345
Nhulunbuy NT 0881

Phone: (08) 8939 2200
Fax: (08) 8987 2451
Email: office@ncl.net.au





